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The aligned method (where text is placed parallel to the dimension line) may be seen on older drawings or on architectural drawings but is not approved by the current ANSI standard. 
The Architects Handbook of Professional Practice. 
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301-2008 Technical drawing - Architectural drawing. 


Placement of all text to be read from the bottom of the drawing is called unidirectional dimensioning. 
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(m) Unless otherwise specified, all dimensions and tolerances apply in a free-state condition. 














100; Engineering Drawing Practices. 






Demkin, Joseph A. 
Accurate dimensions help avoid discrepancies and conflicts between different drawings and. 
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Although there are hundreds of guidelines for dimensioning drawings properly, in this article, I have selected some of the most popular ones that frequently appear in a drawing. 
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The aligned method (where text is placed parallel to the dimension line) may be seen on older drawings or on architectural drawings but is not approved by the current ANSI standard. 






22. 

As international standards are developed, other products may be manufactured in round sizes to enhance their market potential. 






All dimension and note text must be oriented to be read from the bottom of the drawing (relative to the drawing format). 
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Standard Dimensioning Symbols The size of dimensioning symbols varies with text size, but it should be consistent with the height of the text. Group dimensions. 
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	Buried Fresnel combiner
	Thin
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	Cascaded prism/mirror combiner
	Variable
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	Louver effects
	Lumus, Optinvent

	Free form TIR combiner
	Medium
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	Bulky glass combiner
	Canon, Verizon & Kopin (see through and occlusion)

	Diffractive combiner with EPE
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	Very large
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	Small in V
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	Combo diffuser/contact lens
	Thin (glasses)
	Very large
	Very large
	Requires contact lens + glasses
	Innovega & EPFL

	Tapered opaque light guide
	Medium
	Small
	Small
	Image can be relocated
	Olympus
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